H24d Model Overview

The H24d delivers an impressive package. Featuring

a Rehlko KDW1003 diesel engine with 1028 cubic
centimeters of displacement, the H24d provides consistent
power and smooth, quiet operation. The self-cleaning
radiator, 94 gallon fuel capacity, and standard suspension
seat allow for comfortable extended operation.

Ideal Application:............. Commercial, Municipal, and

TYPE e Non-Collection
POWET ... 23.7 HP
Engine.........cccoooiiii Rehlko Diesel KDW1003
Engine Displacement.................... 1028 cc (62.7 cu. in.)
Max Power .........cccccccoocvvieeec 23.7 HP @ 3600 RPM
Max TOrquUe.........coooeeiiiiecee e 36.8 ft-lbs
Fuel. .o Diesel (2-D)
Fuel Capacity.......cc.ccocooviiiiiiiiic, 9.4 gal (35.6 liter)
Cooling System...........ccooooiiiiii, Liquid, radiator
Length, Tractor Only..........ccccccovviiinnn. 69 in (175 cm)

Length, Tractor with R64 Deck........ 107.75in (272 cm)
Width, Tractor Only (Outside Tire)......46.5 in (118 cm)

Width, Tractor with R64 Deck................ 66 in (168 cm)
Height, Tractor (with ROPS folded) ... 50.5 in (168 cm)
Weight, Tractor Only..............ccccoei. 997 lbs (452 kqg)

Weight, Tractor with R64 Deck ......... 1434 lbs (650 kqg)

Model may be shown with optional add-ons.

See more information at walker.com

WALKER

Decks

Rear Discharge: R52, R64

Side Discharge: S48, S52°, S56°, S60%*, S61, S74"
Mulching: M48*, M52*, M52K*, M60K", M61K
*Decks require a deck arm adapter kit (P/N 2430-10).

Attachments

ROPS (standard on this model), Hard Cab,
Boom Sprayer

Implements

Implement Hitch, Two-Stage Snowblower, Dozer Blade,
Rotary Broom

Options

23 x 10.5-12 Turf Tire, 23 x 10.5-12 AT Tire*, 23 x 10.5-12
Directional AT Tire, Pneumatic Deck Tire, Tire Chains,
Suspension Seat*, Steering Lever Extensions, Armrests,
Cup Holder, Headlights, Adjustable Footrests, Deck
Height Washers, Deck Height Adjuster, Power Tilt-Up®
Deck, Curb Jumper, Accelerator® Grass Catcher, Tail
Weights

*Standard on this model.

Price with options and add-ons as displayed.
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